












RIGOLRIGOL DIGITAL OSCILLOSCOPE

Direct print to PictBridge compatible printers via USB Device interface

Compact design to save your desktop space

Features:

Specifications

DS1052EDS1102E/DS1102D

Channels

Real-time Sample Rate
Equivalent-time Sample Rate

Rise Time
Memory Depth

Time Base Range
Trigger Modes
Vertical Resolution
Vertical Sensitivity
Maximum Input Voltage
Input Coupling
Roll Range
Cursor Measurements
Math
Internal Storage
USB Storage
Connectivity
Display
Power Supply

Bandwidth

2 Channels + External Trigger
1 GSa/s (Single Channel), 500 MSa/s (Dual Channels)

25 GSa/s

3.5 ns
Channel Mode
Single Channel
Single Channel
Dual Channels

2 ns/div ~ 50s/div

100MHz

10 GSa/s

7 ns
Normal Memory

16 kpts
16 kpts
8 kpts

5 ns/div ~ 50s/div

50MHz

Sample Rate
1G Sa/s

500MSa/s or Lower
500MSa/s or Lower

Long Memory
N.A.

1Mpts
512 kpts

Edge, Video, Pulse Width, Slope, Alternate
8 bits

2 mV/div ~ 10V/div
All inputs 1MW  II 15pF 300V RMS CAT 1

DC, AC, GND
500ms/div~50s/div

Manual, Track and Auto Measure models
+ , -, x, FFT

10 Waveforms and 10 Setups
BMP,CSV, Waveforms and Setups

USB Device, USB Host, RS-232, P/F Out
5.6” TFT (64k, Color LCD), 320 x 234 resolution

AC:100 ~ 240 VACRMS, 45 ~ 440 Hz, CAT II, 50 VA Max

DS1102D
Channels
Sample Rate
Record Length
Trigger Modes
Threshold Selections

16 Logic Channels
200MSa/s (each channel)
512 kpts (each channel)

Pattern, Duration
TTL = 1.4V, CMOS=2.5V, ECL=-1.3V, USER=-8V to + 8V

MSO Logic Analyzer

A true mixed signal oscilloscope with a 16 channel Logic Analyzer

1GSa/s maximum Real-time Sample Rate and 1 Mpts Memory Depth

Bandwidth options: 50MHz and 100MHz

Extensive set of trigger modes including: Edge, Video, Pulse Width, Slope, Alternate
64k TFT Color LCD, bright and vivid waveform display

DS1102D
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DSA1030 SPECTRUM ANALYZER

Features and Benefits
·
·
·
·
·
·
·
·

·
·
·

9 kHz to 2 GHz or 3 GHz Frequency Range
-138 dBm Displayed Average Noise Level
-80 dBc/Hz @10 kHz offset Phase Noise
Total Amplitude Uncertainty <1.5 dB
100 Hz Minimum Resolution Bandwidth (RBW)
3 GHz Tracking Generator (DSA1030 optional)
Built-in lithium battery that can provide 3 hours continuous operation (optional)
Advanced measurement functions (DSA1030 optional) and automatic settings provide     
    ultimate flexibility
8.5 inch widescreen display with clear, vivid, and easy to use graphical interface
Various interface options such as LAN\USB Host, USB Device, VGA or GPIB (optional)
Compact design with a weight of only 13.7 lbs (without battery)

DM3058 DIGITAL MULTIMETER

Features and Benefits
·
·
·
·
·

·
·

·

Real 5 ½ digits readings resolution 
Up to 123 rdgs/s of measurement speed 
True-RMS AC Voltage Current measuring 
Quickly Save or Recall the 10 groups of Preset Configuration 
Preset 10 groups of Standard Sensor Configuration, built-in Thermocouple compensate in Cold    
   Terminal 
Clone or backup all the configurations within instrument into other DM3058 via U-disc 
The first 5 ½ digit digital multimeter passing LXI Criterion in industry, which can achieve system
   integration easily 
With easy, convenient and flexible random sensor measurement control software: UltraSensor 

DM3058 is a digital multimeter designed with 5 ½ digits readings resolution 
especially fitting to the needs of high-precision, multifunction, and automatic 
measurement. 

·
·

Standard configuration interface: USB Device, USB Host, LAN, RS-232, GPIB, and support U-disc storage and Web remote control 
Support remote control via a command line and enable to be compatible with commands from main stream multimeters 

DG1022  20Mhz FUNCTION/ARBITRARY
WAVEFORM GENERATOR

DP1308A PROGRAMMABLE DC POWER SUPPLY

The DSA1000 series is an economic spectrum analyzer, ideal for general 
purpose benchtop and field applications where signals and concepts can 
be investigated at or below 3 GHz. Our use of digital IF technology 
guarantees the reliability and performance required to meet these RF 
applications.

DG1022 Dual-Channel Function/Arbitrary Waveform Generators 
adopt DDS technology, which enables to generate stable, high-
precision, pure and low distortion signals. 

Features and Benefits
·

·
·
·

·
·

·
·
·
·

Adopt advanced DDS technology; dual channel output; 100 MSa/s maximum sampling rate;  
   14 bits vertical resolution, 4kpts/waveform length.
Output 5 standard waveforms; built-in 48 arbitrary waveforms 
Abundant modulation functions: AM, FM, PM, FSK, linear/logarithm sweep and burst 
Abundant output and input: waveform output; synchronous signal output; external modulation
   source, external clock reference (10 MHz) input, external trigger input 
Unique channel coupling and channel copy 
Built-in high precision and wide band counter, the measurement range: 100 mHz ~ 200 MHZ 
   (single channel) 
Standard configuration interfaces: USB Device & USB Host, and support U-disc storage 
Seamlessly interconnect with DS1000 series digital oscilloscope 
Powerful arbitrary waveform editing software "UltraWave" 
Support remote control by commands 

Features and Benefits
·3 channel, 80 Watt or 1 channel, 160 Watt Power Supplies
·Linear Power Supply design for improved performance
·Full color display with real time Volts, Amps, and Watts readout
·Wave Track monitors outputs over time

DP1000A Series Power Supplies are high-performance 80 W 
triple output or 160 W single output programmable linear DC 
power supplies. It has excellent features including timed outputs and tracking 
capabilities; extremely clean power ripple and noise, comprehensive over-voltage, 
over current, over-temperature protection, a clean user interface, super performance 
specifications, and standard interfaces. These power supplies meet the requirements 
of a wide range of bench top development applications as well as industrial control and 
production testing. 

·GPIB, LXI-C (Ethernet), USB host & device 
    interfaces all standard

·Program channels to automatically change 
    value over time

·Save and store setups on flash memory drive
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P O W E R    S U P P L I E S
Item

ESC-120-13.5
LPP-150-24
LPS-100-24
LPS-75-12
PS-25-12
PS-25-24
PS-45-12
PS-45-24
PS-65-12
PS-65-24

S-100-24
S-145-24
S-145-5
S-150-12
S-15-12
S-15-24
S-201-24
S-250-12
S-250-24
S-35-12
S-35-24
S-35-5
S-50-12

A-301-300-F4

OUTPUT
5V, 1.0~6.0A
12V, 0.3~2.0A
13.5V, 0-8A
24V, 6.3A
24, 4.2A
12V, 6.2A
12V, 2.1A
24V, 1.0A
12V, 3.7A
24V, 1.9A
12V, 5.2A
24V, 2.7A
5V, 2.0~15A
12V, 0.5~6.0A
24V, 0.5~5.0A
-12V, 0.0~1.0A
24V, 0~4.5A
24V, 0~6.0A
5V, 0~25V
12V, 0~12.5A
12V, 0~1.3A
24V, 0~.7A
24V, 0~8.3A
12V, 0~18.0A
24V, 0~10.0A
12V, 0~3.0A
24V, 0~1.5A
5V, 0~7.0A
12V, 0~4.2A
5V, 0.6~7.0A
12V, 0.2~1.0A
-5V, 0.2~1.0A

CONTINUE POWER

300W

 

±2%
±5, -8%
±2%
±1%
±1%
±2%
±2%
±2%
±2%
±2%
±2%
±2%
±2%
+6, -10%
±8%
±6%
±1%
±1%
±2%
±1%
±1%
±1%
±1%
±1%
±1%
±1%
±1%
±2%
±1%
±2%
±5%
±5%

INPUT VDC

15-Oct

 
R & N
50mV

100mV
120mV
100mV
150mV
100mV
100mV
240mV
100mV
100mV
100mV
100mV

80mV
120mV
240mV
120mV
100mV
150mV
100mV
180mV

50mV
50mV

150mV
120mV
120mV
100mV
100mV

75mV
100mV
100mV
100mV
100mV

 
EFFI.

81%
83%
80%
80%
78%
79%
76%
78%
79%
80%

84%
83%
78%
82%
68%
73%
81%
79%
81%
76%
78%
70%
78%

EFF

82%

 

108W Desktop Power Supply or Charger
150W Single Output w/PFC Function
100W Single Output w/PFC Function
75W Single Output Switching PS
25W 1~2 Output Switching PS
25W 1~2 Output Switching PS
45W 1~3 Output Switching PS
45W 1~3 Output Switching PS
65W 1~3 Output Switching PS
65W 1~3 Output Switching PS

100W Single Output Switching PS
145W Single Output Switching PS
145W Single Output Switching PS
150W Single Output Switching PS
15W Single Output Switching PS
15W Single Output Switching PS
200W Single Output Switching PS
250W Single Output Switching PS
250W Single Output Switching PS
35W Single Output Switching PS
35W Single Output Switching PS
35W Single Output Switching PS
50W Single Output Switching PS

150W~600W DC-AC Square Wave
Power Inverter

OUTPUT
VAC/Hz
230/50

DESCRIPTION

For electronic circuits requiring better protection against noise, nothing beats these metal cases...

METAL  CASES 

G1168

G1169

GD1183G

WIDTHLENGTH HEIGHT
(DEPTH)

Note: All dimensions in millimeters (mm.).

150 95 28.50/
49.50

189 104.50 33.20/
59

32/
54.60

189 134

G1168

GD247

GD347

187 118 56-50

81.70187 118

WIDTHLENGTH HEIGHT
(DEPTH)

GD123

GD124

GD234

WIDTHLENGTH HEIGHT
(DEPTH)

90 38 30

110 60 30

56.50119 93.50

GD124 GD347

GD1183G

D-50A

Q-250D

 

50W Dual Output Switching PS

 

250W Quad Output Switching PS

 
50W Triple Output Switching PST-50A

 
73%

 

78%

66%

Visit, call or write us for other available power supplies!Exclusive Distributor

MEAN WELL
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ORGANIZER & PLASTIC
ENCLOSURES . . . .

MULTI PURPOSE

ORGANIZER & PLASTIC
ENCLOSURES . . . .

Branches: 631 Sales St., across G. Puyat (Raon), Quiapo, Manila 
 • 12 Timog Avenue, Barangay, Laging Handa, Quezon City

• SM Megamall, 5th Level Bldg. A, Mandaluyong City

812 Elcano St., Binondo, Manila • P.O. Box 4459 - Manila Phones: 
241-9493, 243-3327, 243-3328 • Fax: 241-9491

Come and visit our branches for complete
information on our products and services.

Number of Compartments Internal Dimensions (dwh) mm

  of each compartment

KC-1 1 one 24 x 88 x 157

KC-3 3 two 24 x 88 x 30

one 24 x 88 x 94

KC-5 5 five 24 x 88 x 30

KC-20 20 twenty 8 x 4 x 3

KC-30 30 thirty 7 x 3 x 4

Mini Component 5 four 12 x 42 x 26

  Box ( x 4 ) one 11 x 85 x 52

  Mini Component 7 six 10 x 27 x 26

  Box (x 6 ) one 47 x 86 x 152

Mini Component box

4
6

HC841-01
20.1cm x 6.6cm x 15.9cm external dimensions 
18.9cm x 5.8cm x 14.9cm internal dimensions 

HC 872
17cm x 14.86cm x 5.47cm external dimensions 
15.2cm x 14.24cm x 4.87cm internal dimensions 

HB 021
13.53cm x 7.55cm x 3.82cm external dimensions
13.07cm x 7.05cm x 3.32cm internal dimensions

w/4AA & 19V battery compartment 

HB 051
15.5cm x 11.56cm x 4.56cm external dimensions 
14.94cm x 10.61cm x 3.91cm internal dimensions

w/4AA battery compartment

HC 001
10cm x 6.3cm x 3cm external dimensions

9.6cm x 5.9cm x 2.6cm internal dimensions 

HC 002
10cm x 6.3cm x 3cm external dimensions 

9.6cm x 5.9cm x 2.6cm internal dimensions

HC 873
21cm x 14cm x 9.5cm external dimensions

  19.71cm x 12.4cm x 8.53cm internal dimensions 

HC 881
25.3cm x 19cm x 8.15cm external dimensions 

24.8cm x 17.75cm x 7.45cm internal dimensions 

HC 981
13.51cm x 7.52cm x 5.3cm external dimensions 

  13cm x 7cm x 4.43cm internal dimensions    

HC 991

ALEXAN ORGANIZER
Each drawer measures 2”(h) x 4”(w) x 8” (l) in.
 (External dimension),  and can be subdivided

so that each can have several compartments. 
The overall size of one unit (5 drawers) is 

approximately 11-1/2”(h) x 8-5/8” (w) x 4-5/8” (l).

Six available colors GREEN, YELLOW,
ORANGE, PINK, RED AND BLUE,

also available transparent

KC-1

KC-20

KC-30

KC-3

KC-5

15.98cm x 9.15cm x 5.26cm external dimensions 
15.48cm x 8.65cm x 4.71cm internal dimensions 




